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DK1100 Pro Series Single-Spindle

Kreg Jig

Distributed through Tool, Inc.

True Production Machines. Our DK1100 single-spindle machines are fully-automatic
production pocket hole machines. Designed to run in the most demanding high-volume
production environments, they are built with true industrial quality motors that provide the
power, precision and reliability to get the job done. This series is available in three models.
Our most popular is the DK1100 FE electric version that runs on single phase 110V power,
shown at left. We also offer the same performance in two entirely pneumatic powered
models. The DK1100 TP is compact and can be built into a workbench as shown below,
while the DK1100 FP is identical to the DK1100 TP but housed in a free-standing cabinet.

$2,495.00
$2,495.00

DK1100 FE - Electric
DK1100 FP - Pneumatic

Call for your delivered price.
DK1100 TP - Tabletop ~ $2,295.00

Specifications for these tools are listed onp  age 153.
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Mount the all Pneumatic DK1100 TP flush with your tabletop.
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Our drilled pocket hole has distinct advantages compare to a routed
pocket hole. First, our pocket hole is much shorter and easier to hide
on the backside of a workpiece. Secondly, in the case where you
cannot hide the hole, you can plug our round-sided hole with either a
wood or plastic plug. A routed hole is much larger, harder to hide,
and is not pluggable.

Our pocket hole features a flat shoulder and perfectly centered guide
hole made by our one-piece step bit. This flat step allows the use of
pocket hole screws with the washer style head which works much
better than a screw with a small head in softer material such as parti-
cle board or pine. A routed pocket hole does not work well with the
washer style head because the curved bottom of a routed hole pre-
vents the washer style head from fully seating.

KREG JIG

www .ballewsa w.com

The screw in a routed pocket hole is angled at 6 degrees. At 6 degrees,
it is harder to fully engage the screw with the driver bit, which leads to
the chance that the bit will "jump" out. At 6 degrees, the driver is also
lying on the wood. At 15 degrees there is plenty of room for a driver to
clear the wood and to fully engage the screw with the driver bit.

The only advantage claimed for a pocket hole using a 6 degree angle is
less joint shift. The key word is less. Less joint shift is not the same as
no joint shift. If you want a perfectly flush joint you have to clamp when
assembling whether the screw angle is 6 degrees or 15 degrees. When
clamped, both screw angles produce perfectly flush joints.

ALL MEASUREMENTS ARE IN INCHES UNLES S NOTED OTHERWISE

info@ballewsa w.com

Fax: 1-417-865-3797
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DK3100 Pro Series Multi-Spindle

Face Frames Twice as Fast! Our DK3100 multi-spindle machine has the ability to drill two pock-
et holes in one machine cycle. The great thing is that you do not have to sacrifice any machine
flexibility to gain this speed advantage. The DK3100 actually has three fixed spindles built-in.
Simply place drill bits in any two of the spindles. The multiple spindles give you the option of
three different hole spacings to fit today’s most common face frame widths. If you would prefer to
drill only one pocket hole, no problem, just remove a drill bit and you get the equivalent of our
DK1100 single-spindle machine. Only Kreg offers you the option of one or two pocket holes and
your choice of three different on-center hole spacings IN THE SAME MACHINE!

Face Frame Flexibility . The DK3100 is the ultimate face frame drilling machine as it allows the
flexibility to quickly change between 3 different hole spacings in seconds. It can also be used as
a single-spindle machine.

pk3100 $3,295.00  call for your delivered price.

Specifications for this tool are listed on p  age 153.
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The Kreg Pocket Hole Machine Advantage
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Cycle times of 1 second or Unlik e other drilling machines, No need to bringy our You can change our drill bits in
less and we ha ve machines Kreg machines use a hardened earplugs! Kreg machine are less than 60 seconds! Our lift
that drill up to 5 holes per steel drill guide that supports the quietest on the mark  et. top and allen wrench collets
cycle. Fast, efficient and built the drill bit all the w  ay into the Every one in the shop will mak e drill bit changes fast and
for high-speed production. workpiece, prolonging drill bit appreciate that! Choose from easy. Compare that to
life and impro ving the cut electric or pneumatic motors. machines that require partial
qualit y of the pock et hole. disassembly to change tooling.
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Kreg pock et hole machines adjust to Kreg machines feature unique material All Kreg pock et hole machines are TRUE
place a screw in the center of a board positioning "swing-stops" that allow pock et production machines featuring high-

ranging from 1/2" to 1-1/2" thick. Our holes to be easily repeated in the same qualit y industrial motors that are built

hold down clamp can be adjusted to location across cabinet r  ails. The "swing torunallda vy, everyday,inhighpro -
clamp boards r anging from 1/2" to 4" drops" cab be b ypassed when drilling a duction en vironments. Our unique

thick. All adjustments can be made in panel b y simply pushing the panel into design minimiz  es the stress on mo  ving
seconds from the top of the machine. them to swing them out of the w ay. parts and eliminates failure prone parts.
PRODUCT IMAGES AND PROFILES ARE NO T SHOWN ACTU AL SIZE KREG JIG

Ballew Sa w & Tool, Inc. 325 South Kimbrough  + Springfield, MO < 65806 1-800-288-7483




152 Kreg Jig Distributed through Ballew Saw & Tool, Inc.

DK5100 Pro Series Panel Boring Machines

Panel Drilling Power . New to the market, our multi-spindle pocket hole machines
drill up to five pocket holes in one machine cycle. The DK5100 contains 5 separate
drill motors mounted 6" on-center. Each pneumatic drill motor can be individually
actuated for the ability to drill one, two, three, four, or five pocket holes at one time.
The ability to individually actuate any one of the drill spindles along with the 6" on-
center option makes these machines perfect for drilling pocket holes in panels to
make cabinet sides, floors, walls, and even drawer box components.

DK5100 - 5 Spindles, 6" on-center $6,999.00 call for your delivered price.

Specifications for this tool are listed
on page 153.

Drill 5 Pocket Holes in one machine cycle!

Foreman DB110/DB50

The Small Shop Solution! The Foreman is the perfect machine for the woodworker
that craves the speed and efficiency of our fully automatic DK series machines, but at
a much lower price. Operating the Foreman couldn’t be easier. Just pull the handle
and you're drilling production style pocket holes in less than a second!

Choose from electric or pneumatic power. Both models are designed to be fast, quiet,
and reliable. The electric model (DB110) is perfect for the serious hobbyist for use on
the job site since it runs on 110V electricity and requires no compressed air. The
pneumatic model (DB50) is the machine of choice for the small production shop.

DB110/DB50 $799.00 call for your delivered price.
Specifications for this tool are listed onp  age 153.
Fast, One-Step Operation. Just pull the lever towards you until it hits the stop and

release to produce a perfect pocket hole. No separate motion needed to clamp the
wood. Extremely fast, quiet, and efficient.

_— i r i i
Hardened steel drill guide cuts Swing-stops easily position material Fast, quiet and simple production
extremely clean pocket holes. for repetitive holes. pocket holes.
KREG JIG ALL MEASUREMENTS ARE IN INCHES UNLES S NOTED OTHERWISE
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Clamp joint and drive screw with optional screw gun.

Drill Bit s

Motor Type

CFM Rating

Cycle Time

Material Clamping
Capacity

Hole Centering
Capacity

Weight

Dimensions
(HXWxD)

Tabletop Height

On-Center
Spindle S pacings

Price

FOREMAN
DKDB drill bit
(3/8" shank dia.
3/16" pilot, 1/2" long)

Pneumatic or electric
6cfm at 50% duty
cycle (90-120 psi)

1 second cycle time

1-1/2"
1/2" Material to
1-1/2" Material

40 Ibs.

19" x 14" x 23"

7-3/8"

N/A

$799.00

Each cylinder can be actuated

individually or all at once with a

master switch.

Framing Table

Assemble Frames with Ease. Framing tables make assembling
perfectly flush face frames a breeze. That saves assembly time
and eliminates almost all finish sanding. Less assembly time plus
less sanding time equals more profit! Other framing tables may
look similar, but the Kreg Framing Table is designed to work the
way you work in your shop.

Our table stands at a 30 degree angle so it takes up less of your
valuable floor space. Best of all, at 30 degrees, you get to stand
upright — no leaning over to reach the top rails.The clamping arm
is mounted on ball bearings so it slides easily along the frame.

The clamping cylinders are also mounted on rollers so they slide
effortlessly up and own the arm. The arm also features a separate
regulated air chamber so you can easily attach a pneumatic screw
gun (Sold Separately). The squaring fence is retractable so you
can build oversize face frames.

Another important difference to mention is that our Framing Table
is constructed as one piece. The all welded frame is factory
squared and aligned. The table surface is a single piece of 5/4"
thick melamine built to withstand heavy use.

Our one piece construction also makes assembly a snap. In 10
minutes and 5 bolts, you're done! Less assembly time equals lower
total cost!

Framing Table $2,499.00 call for your delivered price.

Kreg Pocket Hole Machine Specifications

DK1100TP
DKDB drill bit
(3/8" shank dia.
3/16" pilot, 1/2" long)

Pneumatic, 1-1/4 HP
8cfm at 50% duty
cycle (90-120 psi)

1 second cycle time

4"
1/2" Material to
1-1/2" Material
77 lbs.

19" x 14" x 23"

7-3/8"

N/A

$2,299.00

PRODUCT IMAGES AND PROFILES ARE NO T SHOWN ACTU AL SIZE

Ballew Sa w & Tool, Inc.

325 South Kimbrough

DK1100FP

DKDB drill bit
(3/8" shank dia.
3/16" pilot, 1/2" long)

Pneumatic, 1-1/4 HP

8cfm at 50% duty
cycle (90-120 psi)
1 second cycle time
4"
1/2" Material to
1-1/2" Material

138 Ibs.

19" x 14" x 23"

7-3/8"

N/A

$2,499.00

+ Springdfield, MO

DK1100FE
DKDB drill bit
(3/8" shank dia.
3/16" pilot, 1/2" long)

Electric, 1-1/2 HP
110V Single Phase

1cfm for clamping
cycle (90 psi min)

1 second cycle time
4"
1/2" Material to
1-1/2" Material
176 Ibs.

19" x 14" x 23"

7-3/8"

N/A

$2,499.00

* 65806

DK3100
2 DKDB drill bits
1 LHDKB-left hand
(3/8" shank dia.
3/16" pilot, 1/2" long)

Electric, 1-1/2 HP
110V Single Phase

1cfm for clamping
cycle (90 psi min)

1 second cycle time
ye
1/2" Material to
1-1/2" Material
179 Ibs.

19" x 14" x 23"

7-3/8"

3/4", 1", 1-3/4"

$3,299.00

DK5100
DKDB drill bit
(3/8" shank dia.
3/16" pilot, 1/2" long)

Pneumatic, 3/4 HP
4 or 5 Motors

20cfm at 50% duty
cycle (90-120 psi)

2 second cycle time
4"
1/2" Material to
3/4" Material
350 Ibs.

19" x 14" x 23"

7-3/8"

6"

$6,999.00

KREG JIG
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Distributed through

Tool, Inc.

Kreg Jig K3 Master System
The Ultimate package for pocket hole joiners from "The Pocket Hole Professionals".

« Drill guide block is interchangeable between the bench top and portable bases.

« Bench top base features patent pending front clamping design.

« All the thickness flexibility you need. 1/8” incremental setting for materials from 1/2” to 1-1/2” thick.
« Solid metal drill guide insert assures a clean, accurate pocket hole.

« Dust collection shroud means no more wood chips on your workbench and extended drill bit life.

* Premium Face Clamp is the perfect clamp for drilling, assembly, and more.
« Jig bodies made of rugged, glass filled nylon composites.

Includes:

(1) K3 drill guide block, bench top base, portable base, premium face clamp, material support stop,
dust collection shroud, drill bit, depth collar, allen wrench, driver bits, screws and carrying case.

K3ms $139.00

Kreg Jig K3 Standard Pack

A great mid-range tool for pocket hole joiners that can later be
upgraded to the Kreg Jig Master System.

Includes:

K3 drill guide block,
portable base, premium
face clamp, drill bit, depth
collar, allen wrench,
screws and carrying case.

K3sp $74.95

K3 Upgrade Kit

Upgrade your K3 Standard Pack to a K3 Master System with this kit.

Includes:

Bench top base, material
support stop and dust
collection shroud.

K3urP $64.95

The Mini Kreg Jig ®

When you need a pocket hole in a tight spot, or require maximum
portability, the Mini Kreg Jig® is the solution. Features hardened steel
drill guide and glass reinforced nylon body complete with a chip
extraction hole. The jig's body is untapered so it clamps in place easi-
ly. An added feature is the plug setter that is incorporated into the
base of the jig. Start the plug into the hole, then place the groove of
the Mini Kreg Jig® onto the back of the plug and push into place. A
real hand and time saver. The Mini Kreg Jig® is included when you
purchase the Kreg Jig® K2000 ProPack. Lifetime warranty and 30
day satisfaction guarantee or your money back. Shop Tip: For
squeaky floors, clamp Mini to joist, drill upwards, and drive screw to
pull flooring down tight.

Also available is the MKJIKIT which Includes:
Mini Kreg Jig, KJD Drill Bit and KISC/D
Depth Collar

MKJ Mini Kreg Jig® $8.99
MKJKIT Mini Kreg Jig® Kit $19.99

KREG JIG

www .ballewsa w.com

Rocket™ Jig Kit

Designed for use with the Kreg Face Clamp™ the patented Rocket™
Jig is extremely portable and ideal for on-site projects.

The Rocket™ Jig Kit includes Standard Face Clamp, step drill bit, 6"
#2 square driver bit, starter pack of 1-1/4" fine thread self-tapping
screws, depth collar to set drilling depth, and allen wrench.

RKTBIT Rocket™ with Drill Bit $29.99
R2 Rocket™ Kit $49.99
RKTBIT R2

ALL MEASUREMENTS ARE IN INCHES UNLES S NOTED OTHERWISE

info@ballewsa w.com

Fax: 1-417-865-3797
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The K2

The original aluminum Kreg Jig®. The jig features two 3/8" diameter
hardened steel drill guides positioned 7/8" on center. It also carries a
30 day satisfaction guarantee, including a lifetime warranty on the
hardened steel drill guides.

K2 $89.99

-80 0-28 8-7483

Universal Drawer Slide Mounting
Tool with Magnets

Whether you're building production cabinets or just a single set for
your home or shop, this drawer slide mounting tool will greatly simplify
the process of positioning your slides accurately to assure smooth
gliding drawer movement. This tool uses the intersection of the cabinet
stile and rail in face frame cabinets, and the cabinet side in frame-less
cabinets as a reference point from which to position a slide perfectly
parallel to the drawer opening. Simply place a metallic drawer slide
into position on the base of the toll, (magnets hold the slide in place)
align the tool where the stile and rail meet as shown below, and drive
the screws. Perfect alignment every time!

Nz03 $29.99

Kreg Jig 155

Face Clamps

PART# DESCRIPTION REACH PRICE
SFC Standard Face Clamp 2" $14.99
PFC Premium Face Clamp 3-1/4" $19.99
LFC Large Face Clamp 6" $24.99
FC-18 18" Face Clamp 10" $34.99
KBK Bench Clamp and Plate - $34.99
KBK-IP  Insert Plate Only - $9.99
KLBK  Large Bench Clamp and Plate -- $54.99
RAC Right Angle Clamp - $24.99

Face Clamps insure a flush joint every time. Without clamping the
joint can mis-align if the screw follows the grain, but face frame
clamps keep the work pieces in alignment regardless of the screws
trajectory. For flat stock, such as face frames, metered picture frames
and other similar joints

the face clamp is a fast

and simple solution.

The clamp’s large pad

also keeps the clamp

from marring the wood.

Drawer Mounting Brackets for
Full-Extension Slides

Once you have your full-extension slides mounted into the cabinet,
aligning the drawer box to the slides becomes the next challenge.
Our mounting brackets are designed to make this process simple
with either framed or frame-less cabinets. Simply clamp a bracket
under each side, set the drawer box into the drawer opening so it
balances on the brackets. Pull the slide to the front of the drawer box
and secure it into position by driving a screw. Drawer box installation
could not be easier.

NZ03-B $9.99

PRODUCT IMAGES AND PROFILES ARE NO T SHOWN ACTU AL SIZE

Drill Bits and Drivers

DRILLS
PART# DESCRIPTION PRICE
KJD For Mini, Rocket, K2, K2000 and K3 $16.99
KJD/200 For K200 Drilling Press $16.99
DKDB For DK1100, DK3100 and Foreman $29.99
LH-DKDB For DK3100 Center Spindle (left hand) $34.99
KJSC/D  Depth Collar with Allen Wrench $2.25
DRIVERS
PART# DESCRIPTION PRICE
D3 3", #2 Square Driver $1.50
D6 6", #2 Square Driver $2.50
D3HT 3" $2.00
D6HT 6" Driver with Hardened Tip $3.00
DH* Hand Driver $3.50
DDS 3" and 6", #2 Square Driver Combo $4.50
D6X2 (2) 6", #2 square drivers $5.49

* [tem is discontinued and subject to quantity on hand.

KJD for Mini, Rocket, K2 and K2000 Kreg Jig®. One piece design
eliminates clogging and provides a much smoother and faster drilling
stroke than the drill bits with replaceable center drills. Order #
KJD/200 for replacement bit for K200 drilling press.

DKDB for # DK Machines. The # DKDB has a dual - landed design
and a very high grade alloy that combine to increase the bit's life.
Because the bit is 3/8" diameter it can also be used in any of our
other jigs as a premium replacement. Hex shank will work in either
Industry or standard chuck.

KREG JIG

Ballew Sa w & Tool, Inc. 325 South Kimbrough

* Springfield, MO < 65806

1-800-288-7483
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Pocket Hole Plugs

SOLID WOOD PLUGS

PART# DESCRIPTION 50 COUNT PRICE 1,000 COUNT PRICE
P-OAK OAK $6.99 $109.99
P-MAP MAPLE $6.99 $109.99
P-PIN PINE $6.99 $109.99
P-BAS BASSWOOD $6.99 $109.99
P-WAL WALNUT $6.99 $109.99
P-CHE CHERRY $6.99 $109.99
P-PNT  PAINT GRADE $4.99 $79.99

Use pocket hole joints even in plain sight. Our plugs are made from
accurate dowel for a great fit, and cut to match the pocket's angle for
minimal sanding. Sealed to resist moisture in 50 count packages.
Please call for quote on larger guantities.

PLASTIC CAPS

PART# DESCRIPTION PRICE
C-BRN BROWN $7.99
C-BLK BLACK $7.99
C-WHT WHITE $7.99
C-ALM ALMOND $7.99
C-LTB LIGHT BRN $7.99

Plastic caps are great for laminated surfaces and come in several
colors.

Most of the time pocket holes will be placed on the backside of the
workpiece out of view. If the pocket hole will be in a visible location
one may plug the holes with specially cut 3/8” solid wood plugs avail-
able in nine different solid wood species. Plastic caps are available
for MDF and melamine.

Solid W ood Plastic

Kreg Jig ® Replacement Toggle Clamp
and Extension Plate

PART# DESCRIPTION PRICE
EXT Extension Plate $8.95
TOG K2 Toggle Clamp $12.95

Extension plate extends maximum clamping thickness from 1-1/2" to
over 3". Extension has two positions for clamp. 3/4" material will
clamp with extension attached.

Toggle clamps throw 300 Ibs. of clamping pressure. Very useful for
shop fixtures, or if you need to replace the clamp on your Kreg Jig®
1-1/4" throw.

Material Positioning Swing Stops

PART# DESCRIPTION PRICE
DKSS  Positioning Swing Stop (Each) $18.00
K200SS Swing Stop for K200 $15.000

When pocket holes must be precise, swing stops greatly aid in posi-
tioning your material. Stops conveniently swing out of the way to
allow material to be moved to the next stop.

0 Item is discontinued and has limited stock.

KREG JIG

www .ballewsa w.com

info@ballewsa w.com

Screw Kit

This kit contains five of our most popular self-tapping screw sizes for
pocket hole joiners. Use a 1" screw in 1/2" thick material, a 1-1/4"
screw in 3/4" material, and a 2-1/2" screw in 1-1/2" material.

Kit cont ains 675 screws.
150 of each of: SPS-F1, SML-C125, SPS-C, SML-F125
75 pieces of: SML-C250W

sko2 $29.99

ALL MEASUREMENTS ARE IN INCHES UNLES S NOTED OTHERWISE

Fax: 1-417-865-3797
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Kreg Jig

Screws are specially designed for pocket hole
joiners. They feature a self-tapping auger point
that eliminates pre-drilling and a flat head that
seats flush in the bottom of the pocket hole.

Choosing the right screw . We offer three
thread types, two head styles and four different
lengths to handle all pocket hole applications.
A fine-thread screw is used any time you're
driving the screw into a hardwood (oak, maple,
walnut, cherry, hickory, etc.). The coarse-
thread screw has a larger thread diameter and
provides greater holding power when driving a
screw into soft material such as plywood, parti-
cle board, MDF, melamine, and pine.

We also offer a Hi-Lo thread type which con-
sists of two separate threads, one higher than
the other that serves as a general purpose
screw in medium hardwoods like poplar. The
Hi-Lo screw is only offered in the 1-1/4" length.
There are four thread lengths most commonly
used in pocket hole joiners, they are 1", 1-1/4",
1-1/2" and 2-1/2". Choosing the correct screw
length depends on the setting of your jig and
the depth at which you drill the pocket hole. In
most 1/2" to 1/2" applications you will want to
use a 1" screw. When joining 3/4" to 3/4"
stock, a 1-1/4" screw is standard. For a 1-1/2"
to 1-1/2" stock the 2-1/2" screw is preferred.

New Lower Price on
2,000, 3,000 and 5,000
Quantity Boxes.

Self-Tapping Pocket Hole Screws

MAXI-LOC™ FINE

PART# DESCRIPTION 100 500 1000 5000
SML - F125  #7, Fine Thread, 1-1/4" $4.25 $16.00 $24.00 $69.99
SML - F150  #7, Fine Thread, 1-1/2" $4.50 $17.00 $25.00 $74.99

Maxi-Loc™ Fine: Standard for Hardwood. Washer head keeps screw from crushing into bottom
of pocket hole, especially when going through soft materials into hard materials.

MAXI-LOC™ COARSE

PARTH# DESCRIPTION 100 500 1000 5000
SML-C1 #8, Coarse Thread, 1" $4.00 $15.00 $22.49 $64.99
SML-C125 #8, Coarse Thread, 1-1/4" $4.25 $16.00 $23.00 $69.99
SML-C150 #8, Coarse Thread, 1-1/2" $4.50 $17.00 $25.00 $74.99
SML-C2 #8, Coarse Thread, 2" $3.00/50 $11.00/250 -- $59.99/3000
SML-C250 #8, Coarse Thread, 2-1/2"$3.50/50 $12.50/250 $18.00/500* $44.99/2000

* The 500 count of SML-C250 is a Discontinued item and has limited stock.

Maxi-Loc™ Coarse: Standard for softwoods and composites. Washer head keeps screw from
crushing into the bottom of the pocket hole. #8 size and aggressive thread provide excellent hold-
ing power in softwoods and composites like plywood, particle board and MDF. 1" length great for
making drawer boxes with 1/2" material.

HI-LO SCREWS

PART# DESCRIPTION 100 500 1000 5000
SPS-HL125* #7, HI-LO Thread 1-1/4"  $4.00 $15.00 $21.00 $75.00
SML-HL125 #7, HI-LO Thread 1-1/4"  $4.25 $16.00 $24.00 $69.99

* SPS-HL125 is a Discontinued item and has limited stock.

Hi-Lo Screws: Hard and Medium Woods. This is as close as we come to an all - purpose screw.
It's thin like the SPS-F125 (below) so it will work in hardwoods like oak, but provides more hold-
ing power and is harder to strip - out. Great for medium woods like cherry and poplar, and in a
pinch you can even use it in soft woods, plywood and particle board.

PAN HEAD SCREWS

PART# DESCRIPTION 100 500 1000 5000

SPS-F1 #6, Fine Thread 1" $4.00 $15.00 $22.49 $64.99
SPS -C1 #7, Coarse Thread, 1" $4.00 $15.00 $22.49 $64.99
SPS- F125  #6, Fine Thread, 1-1/4" $4.25 $16.00 $24.00 $69.99
SPS- F150  #6, Fine Thread, 1-1/2" $4.50 $17.00 $25.00 $74.99

Pan Head Screws: This is the same screw as the Maxi - Loc, only without the washer head. 1"
fine works great for drawer fronts to 1/2" drawer boxes. New 1" coarse thread screw for assem-
bling 1/2" drawer boxes.

Weather Resistant Screws

PART# DESCRIPTION 100 1000 5000
SML-C125W #8, Coarse Thread, 1-1/4" $6.38 $35.99 $104.99
SML-C150W #8, Coarse Thread, 1-1/2" $6.75 $37.49 $112.99
SML-C2W #8, Coarse Thread, 2" $4.49 / 50 $16.80 / 250 $89.99 / 3000
SML-C250W #8, Coarse Thread, 2-1/2" $4.99 / 50 $18.75/ 250 $67.99 / 2000

Select screws are available in a weather resistant coating which has properties similar to stain-

less steel. The coating offers tremendous protection from the elements allowing them to be used
confidently in outdoor applications.

PRODUCT IMAGES AND PROFILES ARE NO T SHOWN ACTU AL SIZE KREG JIG
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Precision Stop and Trak Systems

The accuracy of the woodworking machines in your shop are an important part of assuring your
next project turns out just right. Whether it be for your table saw, miter saw, radial arm saw, router
table, drill press or bandsaw, our new line of Precision Measuring products allows your machines
to cut materials with more speed and repeatable precision than ever before. These products are

sure to make your machines easier to use and in turn, your projects more enjoyable to build.

Standard Flip stop

Our patented Flipstop easily sets the distance between the end of the board and the saw blade
for amazing cutting accuracy and repeatability. Stops slide on an extruded track (Top Trak or
Heavy Duty Trak) fitted with a self-adhesive measuring tape. The curved design of the Flipstop
allows a board to bypass the stop system by simply sliding the board into the stop, thereby lifting

it out of the way. The Flipstop features an adjustable lens curser much like that found on a high-
quality table saw rip fence than ca be "zeroed" out to assure pinpoint accuracy.

KMsS7801 $29.99

Production S top

Although the Production Stop does not flip out of the way, it does
have some very nice features. Dual lens cursors on both side of the
stop allow it to be easily used on either side of the blade without
reconfiguring. This stop also drops onto both the Top Trak and Heavy
Duty Trak from the topside, allowing it to be quickly removed and
repositioned without sliding to the edge of the trak section. The front
edge of this stop also contains a dovetail which mates with both our
Top Trak and Heavy Duty Trak to create an extremely solid stop.
Great for repetitive, high-production applications.

KmMs7800 $19.99

KMS7801 KMS7800

"Perfect Miter" Attachment

Our "Perfect Miter" attachment is designed to support the mitered
end of a board so that the sharp point of the miter is not damaged
while cutting. The attachment also allows the mitered end to be
measured off of two points of contact instead of the toe of the miter,
creating increased accuracy. A must have for picture framers or any-
one who routinely cuts miters. A slot is machined into the attachment
which enables it to be attached to the Production Stop or Flipstop
with a simple carriage bolt (included).

KmMS7831 $19.99

"Perfect Miter" Toe Out Toe In

Top Trak

Called Top Trak because it mounts to the top-side
of a shop-made 3/4" thick fence, this extremely
versatile and rugged anodized aluminum extrusion
works well with various woodworking machines.
Trak features a self-aligning L-shaped mounting
foot for easy installation to a shop-made fence.
Just drill 1/8" holes through the back of the
extrusion an secure with the included mounting
screws. The top of the track contains a recess

for attaching a self-adhesive 1/2" measuring

tape, sold below.

KMS7712  Top Trak (2' Length) $21.99
KMS7714 Top Trak (4' Length) $34.99

Self-Adhesive Tape

This 1/2" wide, self-adhesive tape fits snugly into the indentation on
the topside of our Top Trak and Heavy Duty Trak. Metallic tape is
highly scuff resistant and can be trimmed to length with scissors. Be
sure to choose the correct tape orientation: left-to-right reading to the
right of the saw blade, right-to-left reading to the left of the saw blade.

KMS7724 Tape (12' L-R Reading)  $7.49
KMS7723 Tape (12' R-L Reading)  $7.49

KREG JIG

www .ballewsa w.com

info@ballewsa w.com

Heavy Duty Trak

Our Heavy Duty Trak is an L-shaped, anodized
aluminum extrusion that is extremely straight and
perfect for heavy use commercial applications.
Contains four T-slots which accommodate the
head of a standard 1/4" hex bolt. This is the same
extrusion that is included in the Deluxe Miter
Gauge System. A 1/2" recessed indentation runs
along the top and front side of the trak for easy
application of a self-adhesive measuring tape.
This trak is intended to be mounted to a shop-
made sub-fence with standard 1/4" bolts (not included).

KMS7702 Heavy Duty Trak (2' Length) $39.99
KMS7704 Heavy Duty Trak (4' Length) $59.99

ALL MEASUREMENTS ARE IN INCHES UNLES S NOTED OTHERWISE
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Precision Miter Gauge Systems

Accuracy , right out of the box. Cut perfect miters consistently with our Precision Miter
Gauge System. A number of unique features makes this the most accurate miter gauge
on the market today. Precision starts with the gauge head that is machined on a com-
puterized milling machine for absolute accuracy. An easy-to-read Vernier scale enables
quick adjustments up to 1/10th of a degree to assure the perfect miter.

Features:

« Vernier scale allows fast, 1/10th degree angle adjustments

« Positive stops at 0, 10, 22-1/2, 30, and 45 degrees

« Brass pin allows quick changes between positions

« Large locking handle to set angles between the position stops

« 24" bar with 5 bar adjusters for a perfect fit in the table saw slot. Bar also contains a
removable bar slot washer to keep it from falling of the table saw

Vernier Scale . Allows precise Positive Stop Settings . Pin 24" Bar with Adjusters . 5 bar Precision Lens Cursor
angle adjustments to 1/10th of allows quick position changes adjusters eliminate pla vy in the Magnified and easy -to-read for
a degree. between 0, 10, 22-1/2, 30 and table slot. even the smallest position

45 degrees. changes.

Precision Miter Gauge System

Includes the Precision Miter Gauge, a 24" section of our Heavy Duty
Trak, Flipstop and self-adhesive measuring tape.

KmMs7102 $139.95

Precision Miter Gauge Precision Miter Gauge Add-On System

Precision Miter Gauge Only. 24" section of our Heavy Duty Trak, Flipstop and self-adhesive
measuring tape.

KMS7103 $59.99

KmMsS7101 $98.95

PRODUCT IMAGES AND PROFILES ARE NO T SHOWN ACTU AL SIZE KREG JIG
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Precision Band Saw Fence

Add Precision to Your Band Saw . Introduce a new level of accuracy to your band saw
with our new Precision Band Saw Fence. We've designed this fence with noted band
saw expert Mark Duginske to produce an unprecedented level of rigidity, adjustability,
and precision. The fence is adjustable in two dimensions for ease in setting it parallel to
the blade. Cutting accuracy and repeatability is further enhanced by the precision lens
curser that reads off of the included scale. Mounts to most 14" band saw including Jet,
Delta, General, Grizzly, and many others. Available with an optional Micro-Adjuster and
Resaw Guide that allows drift angle adjustments to made on the fly while cutting.

Features:

« Precision lens cursor.

« Rigid, interlocking dovetail design.

« Adjustable to set parallel to the blade.

* Mounts to most 14" band saws.

« Optional Micro-Adjuster and Resaw Guide sold separately.

KMS7200 $107.95

Precision Lens Adjustable in Two Easy to Remove
Cursor . Magnified and Dimensions . Parallel to the Fence easily lifts off
easy -to-read for ev en blade or blade drift angle. the mounting when
the smallest position Perpendicular to the table. necessary .
changes.
Resaw Guides Micro-Adjuster
This Resaw Guide allows for a higher level of control when adjusting Dial-in precise adjustments to your Kreg Band Saw Fence with our
for band saw blade drift "on-the-fly." The curved face of the guide Precision Mico-Adjuster.

helps you steer the board into the cut.
KMS7215 $14.99

KMS7213  4-1/2" Resaw Guide $17.99
KMS7214 7" Resaw Guide $19.99

KREG JIG ALL MEASUREMENTS ARE IN INCHES UNLES S NOTED OTHERWISE
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Mini Trak

Mini Trak can be used to produce countless types of wood shop jigs
and fixtures such as taper jigs, cut-off sleds, and more. An adaptation
of our other popular styles of trak, Mini trak contains t-slots that will
capture the head of a standard 1/4" Fhex bolt. You can surface
mount Mini Trak or mount it flush into a 3/8" x 3/4" dado or rabbet.
This 4" section can be easily cut to length with a hacksaw. As an
added feature, Mini Trak now contains a recess in the bottom of the
extrusion that will receive a 1/2" measuring tape (included). Simply
slide the tape into the trak and enjoy the added precision of your
shop-made jigs and fixtures.

KMS7506 Mini Trak (48" Length with 4' Tape) $18.99
KMS7527 Additional 4' Non-Adhesive Tape (L-R Reading) $4.99

Kreg Jig 161

Adjustable Miter Trak

The weakness of most router tables is that there is no miter slot for
using a miter gauge with the cutter. Our Adjustable Miter Trak pro-
vides a clever and inexpensive means of positioning a miter slot on
the router table. The extrusion works with any 3/4" by 3/8" miter
gauge bar and adjusts inward by tightening the screws for a snug fit.

KMS7402  Adjustable Miter Trak (42") $24.99

Trak Clamp

This inexpensive and versatile clamp works great in a variety of
applications. Fits the Mini Trak, Top Trak or Heavy Duty Trak. You
may also mount the clamp to a piece of wood by drilling a 1/4" hole
and then countersinking a 7/16" hole for the bolt head. When mount-
ing the clamp on any of the tracks, be sure to have the base of the
clamp seated on the track to avoid pulling the track out of the work
surface. For most clamping applications, we suggest using two
clamps to keep the work piece from rotating.

KMS7511 $4.99

PRODUCT IMAGES AND PROFILES ARE NO T SHOWN ACTU AL SIZE

Jig and Fixture Bar

This is the same adjustable bar that comes standard on the Precision
Miter Gauge. Six plugs along the length of the bar adjust with the
turn of a screwdriver to take up any play in the miter gauge slot.
Mounting holes are located every 4" along the length of the bar.
Perfect for building workshop jig and fixtures.

KMS7303 Jig and Fixture Bar (30") $23.99
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